


Main features

Network 4G LTE B1 (2100)/ B3 (1800)/ B7 (2600)/
B20 (800)
 H+/3G+/3G WCDMA 850/ 900/ 1900/ 2100
MHz
 GSM/GPRS/EDGE 850/900/1800/1900
MHz

Data Segment FDD-LTE Category 4 DL 150 Mbps, UL
50Mbps

Operating System Android™ 7.1 (Nougat)

Processor Quad-Core 1.3GHz, Cortex A7,
Qualcomm®
Snapdragon™

GPU Qualcomm® Adreno™ 304

Design Touch screen

SIM CARD 2 Micro SIM

Available colors True Black, Bleen, Blue, Rubi Red, Gold,
Rose Gold

Size 145x72.7x9.19 mm

Weight 159g

Battery 2500 mAh Li-Po

Stand-by time Up to 217h

Talk time Up to 27h(2G), Up to 12h(3G)

ROM 8 GB

RAM 1 GB

External memory Micro SD up to 64 GB

Accelerometer Da

Magnetic sensor Da

Gyroscope No

Proximity sensor Da

Light sensor Da

DUAL MICROPHONE Da

SAR value Head: 0.59 W/kg, Body: 1.73 W/kg

Display

Size 5”

Type IPS

Color 16 millions

Display resolution HD (1280x720 pixels), pixel density: 294

PPIMultitouch Da

Connectivity

Wi-Fi 802.11 b/g/n

Tethering USB, Bluetooth®, Access point Wi-Fi

Bluetooth® 4.1

USB™ OTG Da

PORT USB™ 2.0

PC synchronization Da

Audio jack 3.5mm jack

Photo & Video

Main camera 8 Megapixels

Option Professional, Smile shot, Burst, HDR, Live
filters, Time lapse

Flash Da

Front Camera 5 Megapixels

Digital Zoom 4x

Auto Focus Da

Image editor Da

White Balance Auto, Incandescent, Daylight, Fluorescent,
Cloudy

Video recorder 720p@30fps

Multimedia and Entertainment

Stereo FM Radio Da

Supported sound formats MP3, Midi, AAC, AMR

Supported image formats JPEG, GIF, PNG, BMP

Supported video formats 3GPP, MP4 , 3GP, H.264

GPS system

GPS Da

A-GPS Da

Customization

Languages French, English, German, Spanish, Italian,
Arabic, Portuguese, Dutch, Polish,
Chinese,
Thai, Japanese, Korean, Laos...

Wiko features Wiko Launcher

Google™ Mobile Service

Applications Da

In the box
AC adapter
Battery
Headset
Micro USB Cable
Wiko mobile phone
Quick Start Guide
Safety Book 

Specificațiile, caracteristicile și aspectul produsului pot fi modificate fără notificare.
Accesul la aplicațiile Google ™ poate diferi în funcție de țara dvs.

SAR (rata specifică de absorbție) pentru telefoanele mobile cuantifică nivelul maxim de expunere al utilizatorului la undele electromagnetice atunci când este utilizat lângă ureche.
Reglementările europene impun ca SAR să nu depășească 2 W / kg
© WIKO. Toate drepturile rezervate. Wi-Fi este marcă înregistrată a Wi-Fi Alliance. Bluetooth este o marcă comercială înregistrată a Bluetooth SIG. Toate celelalte mărci comerciale
sunt proprietatea deținătorilor lor.
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