


Main features

Network H+/3G+/3G HSPA+ 850/ 900/ 1900/ 2100
MHz GSM/GPRS/EDGE
850/900/1800/1900
MHz

Data Segment HSPA+ 21Mbps, HSUPA 5.76Mbps

Operating System Android™ Oreo (Go Edition)

Processor Quad-core 1.3 GHz, Cortex-A7

GPU ARM® Mali™ T-820 MP1

Design Touch screen

SIM CARD 1 Micro SIM + 1 Nano SIM

Available colors Dark Grey, Blue, Gold

Size 146x73.5x8.7mm

Weight 160 g (with battery)

Battery 2200 mAh Li-Ion

Stand-by time Up to 305h

Talk time Up to 43h (2G), 17h (3G)

ROM 16 GB

RAM 1 GB

External memory Micro SD up to 32 GB

Accelerometer Yes

Proximity sensor No

Light sensor No

SAR value Head: 0,862 W/kg, Body: 1,400 W/kg

Display

Size 5”

Type TN

Color 16 millions

Display resolution FWVGA (480x854 pixels), pixel density :
169
PPI

Multitouch Yes

Connectivity

Wi-Fi 802.11 b/g/n

Tethering USB, Bluetooth®, Access point Wi-Fi

Bluetooth® 4.2

PORT USB™ 2.0

PC synchronization Yes

Audio jack 3.5mm jack

Photo and Video

Main camera 5 megapixels

Option Face Beauty, HDR, Panorama, Live Filter,
Time-Lapse, Professional Mode

Flash Yes

Front Camera 5 Megapixels

Digital Zoom 4x

Image editor Yes

White Balance Auto, Incandescent, Daylight, Fluorescent,
Cloudy

Video recorder 720p@30fps

Multimedia and Entertainment

Stereo FM Radio Yes

Supported sound formats MP3, AMR, WAV, AAC

Supported image formats JPEG, GIF, PNG, BMP

Supported video formats AVI, MP4, 3GP, H.264

GPS system

GPS Yes

A-GPS Yes

Customization

Languages English, French, Italian, German, Dutch,
Spanish, Portuguese, Russian, Czech,
Polish, Finnish, Hungarian, Arabic, Urdu,
Persian, Danish, Norwegian, Swedish,
Thai,
Indonesian, Vietnamese, Turkish, Cyrillic
Serbian, Slovenian, Macedonian, Croatian,
Catalan, Basque, Romanian, Slovak,
Ukrainian, Greek

Wiko features Wiko Launcher, Simple Mode

Google™ Mobile Service

Applications Yes

In the box
AC adapter
Battery
Headset
Micro USB Cable
Wiko mobile phone
Quick Start Guide
Safety Book 

De eigenschappen, de specificaties en het uiterlijk van het product kunnen
zonder voorafgaande kennisgeving worden gewijzigd. De toegang tot
Google™-toepassingen kunnen verschillen afhankelijk van het land.

De SAR (specific absorption rate) van mobiele telefoons kwantificeert het maximumniveau voor blootstelling van de gebruiker aan elektromagnetische golven, bij gebruik aan het oor.
De Europese regelgeving vereist dat de SAR niet meer dan 2W/kg bedraagt.
© Wiko. Alle rechten voorbehouden. Wi-Fi is een handelsmerk van de Wi-Fi Alliance. Bluetooth is een handelsmerk van de Bluetooth SIG. Alle andere handelsmerken zijn het eigendom
van hun respectieve eigenaars.
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